
Product Description
The Wafer Butterfly Valve PN16 features an epoxy coated
cast iron body with a pinless 304 stainless steel disc,
EPDM replaceable liner, ISO mounting pad, square shaft,
and lever/gearbox operation, designed for reliable shut-off
and flow control in PN16 rated systems.

Key Features & Construction
Body: Cast Iron, Epoxy Coated
Disc: Pinless 304 Stainless Steel
Seat / Liner: EPDM, Replaceable
Shaft: Square Shaft
Operation: Lever/Gearbox Operated 
Mounting: ISO Mounting Pad
Pressure Rating: PN16

WAFER BUTTERFLY VALVE PN16

Standards & Notes
The dimensions D1 and n-ø of DN500 (20") listed in above table show the installation dimensions
of butterfly valve. Of which the dimensions D1 and n-ø of DN50 (2") ~ 350(14") contain the
standard of GB9112-88, DIN2501 (Germany), BS4504 (UK), ISO2084, ISO2531, BS10-E (UK),
ANSI125 (USA) for flange connection and DN400 (16) ~ 500 (20")
contain the standard of GB9112-88, DIN2501, ISO2084 and BS4504, ISO5211.
Torque figures include a safety factor. 1



Overall Dimensions & Weight of Worm Gearboxes

Model Size mm (inch) A B C E F G ø Ratio Mass (kg)

3DB-15 50 (2")~150 (6") 52 45 74 52 152 75 150 1:24 5.2

3DB-50 200 (8")~250 (10") 75 62.8 101 75 250 86 300 1:30 13

3DB-120 300 (12")~350 (14") 81 80 118 81 227 83 300 1:50 15

3DB-30/250 400 (16")~500 (20") 56 178 121 115 104 174 300 1:80 56.9

3DB-30/400 600 (24") 56 197 142 144 130 174 300 1:88 72.37

3DB-50/800 700 (28")~800 (32") 67 244 183 189 162 165 400 1:88 124

3DB-120/1500 900 (36")~1000 (40") 76 270 215 220 196 215 300 1:88 158
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